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PROLED

DALI (4-in-1 Input) PWM DIMMER 1-Kanal
L515132G

Phase Cut Dim ;:

6-7mm

©
PROLED te=75°C

PUSH DIM
- f TEMP RANGE:
paLl Lo—J—obA DALI (4-in1 Input) e

NO----ODA PWM DIMMER 1 Channel
L515132G

Input Voltage: 12-48 VDC
Output Current: 20 A (2x 10A) ﬁ @
0/1-10v c € (48 VDC max. 10A) Cn

Output Power: 240-480 W

Bedienungsanleitung
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Vielen Dank, dass Sie sich fiir den PROLED DALI (4-in-1 Input) PWM DIMMER 1-Kanal
entschieden haben. Bitte lesen Sie diese Anleitung vor der Installation und Inbetriebnahme
sorgféltig durch. Falls das Gerat beim Transport beschadigt wurde, benachrichtigen Sie bitte sofort
ihren Handler. Bitte unternehmen Sie nichts, bevor Sie ihren Handler kontaktiert haben.

Garantiebestimmungen

Vom Tag des Kaufes an gewéahren wir fir unsere Produkte bei sachgeméRer Verwendung im Falle
von Qualitdtsmangeln kostenlose Reparatur oder Austausch, aul3er in folgenden Fallen:

1. Defekte durch unsachgemafen Betrieb.

2. Schaden durch unautorisierte Reparatur, Modifikation, falschem Anschluss oder Austausch
von Chips.

3. Schéaden durch Transport, Vibration usw. nach dem Kauf.

Schaden durch Erdbeben, Feuer, Blitzschlag, Verschmutzung oder Uberspannung.

5. Schaden durch unsachgemafe Lagerung bei zu hohen Temperaturen, feuchter Umgebung
oder in der N&he von Chemikalien.

6. Wenn das Produkt upgedatet wurde.

B

Sicherheitshinweise

1. Installieren Sie diesen Dimmer nicht wahrend eines Gewitters, bei starken Magnetfeldern oder
Hochspannungsfeldern. Achten Sie auf korrektes Einlegen der Batterien um das Risiko einer
Beschadigung von Komponenten oder eines Kurzschlusses zu minimieren.

2. Stellen Sie immer eine ausreichende Belliftung sicher, um die zuléssige Betriebstemperatur
einzuhalten.

3. Uberpriifen Sie, ob das Netzteil den Leistungsanforderungen des Dimmers entspricht und die
Polung korrekt ist.

4. Fuhren Sie alle Anschliisse nur im stromlosen Zustand durch und stellen Sie vor der
Inbetriebnahme sicher, dass kein Kurzschluss vorhanden ist.

5. Versuchen Sie niemals, das Gerat selbst zu reparieren, anderenfalls erlischt die
Herstellergarantie.

6. Zu Informationen tGber Updates wenden Sie sich bitte an Ihren Handler.

1. Produktbeschreibung

Der PROLED DALI (4-in-1 Input) PWM DIMMER 1-Kanal erméglicht die Ansteuerung von
Leuchten, Panels, Flex Strips etc. durch 4 verschiedene Signale. Als Eingangssignal kann DALI,
PUSH-DIM, 0/1-10V oder Phasenanschnitt/-abschnitt verwendet werden.
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2. Technische Daten

Modell PROLED DALI (4-in-1 Input) PWM DIMMER 1-Kanal
Eingangsspannung 12 - 24 VvDC

Ausgang 1x 20A max

Leistungsaufnahme <1W

Umgebungstemperatur -10°C — 45°C

Abmessungen 170 mm x 54 mm x 28 mm (LxBXT)

Netto-Gewicht 120 ¢

Eigenschaften

1. 4 verschiedene Eingangssignale moglich
2. 2 parallel geschaltete Ausgénge, dadurch kleinere Leitungsquerschnitte méglich. Pro Klemme

max. 10 A mdglich
Kompatibel mit standard Phasenanschnitt/-abschnitt Dimmern

C€K® 1P 2

4. Bedienung

Signaleingang Phasenanschnitt/-abschnitt

DIP Schalter um das

— Z““"“f“““”“ HES O e vt Dimmsignal auszuwéhlen
5 Phase cubim g R —-— 8 - 12-24 VDC Spannungseingang

I, . S 239 —mit 2 parallel geschalteten
! 234 =
PPPPPPP PROLED — = Klemmen. Jedes Klemmenpaar
Bl (0300 DAL @-int mpuy T RaNeE = kann mit max. 10A belastet werden

(] DA NO----ODA  PWM DIMMER 1 Channel
15151326

Inputvoltage:  12-43VDC
llllll c € put Current: 20 A (2x 10A) EE
: (s DC max. 10A)
L] Output Power: 240-480 W

0/1-10V Signaleingang

1 Kanal PWM Ausgang

—mit 2 parallel geschalteten
Klemmen. Jedes Klemmenpaar
kann mit max. 10A belastet werden

DALI/AC Push Signaleingang

DIP Schalter fur Signaleingangsauswahl

Bitte wahlen Sie zuerst das Dimmsignal mit dem DIP-Schaltern entsprechend dem vorliegenden
Signal, bevor Sie mit dem Anschliel3en beginnen. Verschiedene Dimmsignale kdnnen nicht
gleichzeitig angeschlossen und verwendet werden. Nur eines der mdglichen Signale kann
ausgewahlt, angeschlossen und verwendet werden.

DALI Adresse durch DALI Master vergeben
Wenn DALI Dimmsignal ausgewahlt wurde, wird die DALI Adresse durch einen DALI Master
automatisch vergeben. Sehen Sie hierzu in die entsprechende Anleitung des DALI-Masters.

Hinweise und Warnungen

* BITTE KEIN Signaleingang auswé&hlen, wenn der Dimmer an Spannung angeschlossen ist.
* NICHT mit angeschlossener Spannung einbauen.

* NICHT in feuchter Umgebung einbauen.
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5. AnschluRdiagramme

1. DALIBus
DA+ DA-

.
12V/24V z V-

CV Netzteil =
aVv+

max. 20A

DALI&AC Push & 0/1-10vIET]
Phase CutDim|

O Traing edge dim  Leading edge dim

: : max. 10A
Prasocudin § i max. 10A
o— max, 10A

max. 10A

) —

DC:j:mmmmmmmmmm:\

N | e @@ EEEEEE @

Single Color LED strip, max. 10A

PROLED
susson

AL LOT—00A  DALI (4-inl Input)
NO--=-ODA  PWM DIMMER 1 Channel
L515132G

InputVoltage:  12-48 VDC
(K c € Gutput Curtent: 20 A (2x 10A) UK ﬂ@
#avoC max. 10 cCRS

Output Power: 240-480

Single Color LED strip, max. 10A

2.AC Push-Dim

-
12V/24V z
CV Netzteil E

3V+

AC PUSH-DIM

max. 20A

DALI&AC Push & o/ 1oV (I
Phase Cur

max. 10A

max 108 | >t

]
max, 10A
max. 10A

L PUSH DIM P uﬁ
ALl LOT—00A DALI (4-in Input) MONO LED Strip, max. 10A
NO--=-0DA  PWM DIMMER 1 Channel
N — O 0@ e @@ E @]

£

LED OUTPUT

[l Sttpucuren: zonxa0n I
BN son TR

Output Power: 240-480W

I
&

vl | e e e EEEEE @]

MONO LED Strip, max. 10A

3. Analog 0/1-10V

-
12V/24V z V-
0/1-10V Steuerung CVietztell 5, \

max. 20A

jo dim ige dim. DALI&AC Push & o/1-10vI] (I
8 = W‘\f F\i/ s T ) max.10a
®  rnacecuom J— [ >—
s s max. 10A
® : —-— e D208
El H ax. 10A

n
noz0n | >

PROLED e

B, ms o oees E MONO LED strip, max. 104
e o L sr . i
L515132G > o] o
i — O @@ @@ e O e @ @
_/_E. c € Output Curtent: 20 A (2 104) UK E@ 2 ° = °
e Em L ey CR=E IS —— (@@ @E @@ @@

MONO LED Strip, max. 10A

4. Phasenanschnitt/-abschnitts Dimmer

Phasenanschnitt/-abschnitt

Triac Dimmer =
12V/24v_I z V-
= N\
CV Netztei 8 Ve

max. 20A

DAL &AC Push £ 01110 ] [T
Phase Cutom I

- max. 10A
. nase o5 5mm 4
max. 10A
e | i— e max, 10A
[l | pusH oI ste=75°C max, 10A >
4] AL Lod—o0A  DALI (4-in Input) TEMP RANGE MONO LED Strip, max. 10A
° NO--=-00A  PWM DIMMER 1 Channel L0C-saste
L515132G _;

2

LED oUTPUT

:)C:/j:mmmmmmmmmmz\

LNl TN PO EEEE @ @]

MONO LED Strip, max. 10A

@ B -9 €0
DU—]L\V (48 VDC max. 10A) Cn —

Output Power: 240-480W.
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PROLED

DALI (4-in-1 Input) PWM DIMMER 1-Channel
L515132G

Phase Cut Dim ;:

6-7mm

©
PROLED te=75°C

PUSH DIM
- f TEMP RANGE:
paLl Lo—J—obA DALI (4-in1 Input) PG

NO----ODA PWM DIMMER 1 Channel
L515132G

Input Voltage: 12-48 VDC
Output Current: 20 A (2x 10A) ﬁ @
0/1-10v c € (48 VDC max. 10A) Cn

Output Power: 240-480 W

User‘s manual
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Thanks for choosing PROLED DALI (4-in-1 Input) PWM DIMMER 1-Channel. Before installation
and use, we strongly recommend you to read this manual carefully. If the device has been
damaged during transport, please report this to your supplier immediately. Please don’t take any
action without contacting your supplier first

Limited Warrenty

In case of quality problems we provide free repair or replacement within one year from the day of

purchase, if this product has been used properly in accordance with the user’'s manual, except in

following cases:

1. Any defects caused by wrong operation.

2. Any damages caused by unauthorized removal, maintenance, modifying, incorrect connection
and replacement of chips.

3. Any damages due to transportation, vibration etc. after purchase.

Any damages caused by earthquake, fire, lightning, pollution and abnormal voltage.

5. Any damages caused by negligence, inappropriate storing at high temperatures and humidity
or near harmful chemicals.

6. Product has been updated

SEVCIVAVEIGIIE

1. Please don'tinstall this dimmer during thunderstorms, intense magnetic or high-voltage
electrical fields. To reduce the risk of component damage and fire caused by a short circuit,
make sure, that all connections are correct.

2. Always be sure to mount this unit in an area with proper ventilation to avoid overheating.

3. Check voltage and power requierements of the dimmer as well as the polarity of the power
supply.

4. Never connect any cables while power is switched on and always assure correct connections
to avoid short circuit before switching on.

5. Never attempt any repairs yourself; otherwise the manufacturer’s warranty will be void.

6. For update information please consult your supplier.

H

1. Product description

PROLED DALI (4-in-1 Input) PWM DIMMER 1-Channel allows controlling of Luminaires, Panels,
Flex Strip etc., by one of 4 different Signals. As input signals you can choose between DALI, 0/1-
10 V, Phase cut or PUSH-DIM.

MBN GmbH, Balthasar-Schaller-Str. 3, 86316 Friedberg - Germany
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2. Technical Data

Modell PROLED DALI (4-in-1 Input) PWM DIMMER 4-Channel
Input Voltage 12 - 24 vDC
Output 1x 20A max.

Power consumption <1lW

Ambient temperature  -10°C — 45°C

Dimensions 170 mm x 54 mm x 28 mm (LXWxH)

Net-weight 120 g

3. Specifications

1. 4 different signal inputs possible

2. 2 parallel terminal blocks to allow smaller cable size. Per input max. 10 A allowed.
3. Compatibility with standard phase cut dimmer.

CEE @ IP20 K

4. Usage

Signallinput phase cutdimmer

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
Phase CutDim 5 7 £ 0.5-1.5mm* V-

o | — —— £t
23| o
v

PROLED

vvvvvvv P -
paLl LO—=—0DA DALI (4-inlInput)

(] DA NO----ODA  PWM DIMMER 1 Channel
15151326

e
5
Pl
Input Voltage:  12-48 VDC o%
llllll c € Output Current: 20 A (2x 10A) EE E:@ e
® (48VDC max. 10 A) -_— B

Output Power: 240-480 W

DIP Switsch to choose desired
dimming signal

12-24 VDC input with

2 parallel terminal blocks.

Each one can handle up to 10A

1 Channel PWM output with
—2 parallel terminal blocks.
Each one can handle up to 10A

0/1-10V Signal input

DALI/AC Push Signal input

DIP Switch for signal input choose

Please select first the dim signal input with the DIP switsches according to existing signal, before you
start to connect wires. Different signals can not be connected and used at same time. Only one of the
possible signals can be chosen, connected and used at same time.

DALI Addresse setted by DALI Master
When DALI dimming signal is choosen, the DALI address will be assigned automatically by DALI
Master. Please refer to the manual of the DALI-Master.

Safety & Warnings

* DO NOT choose Signal input, when dimmer is connected to power.
e DO NOT install with connected power.

* DO NOT install in moisture surroundings.

MBN GmbH, Balthasar-Schaller-Str. 3, 86316 Friedberg - Germany
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5. Connection diagram

1. DALIBus
DA+ DA-

12vi24v

5
a V-

CV power supply 'é v+

Trailing edge dim  Leading edge dim DALIZAC Push &0/1
[ e : : orase cul
Phase CutDim 3| H 0.5:4.5mm’
o— ) o2
PROLED e
+te=75°C
AL LOT—00A  DALI (4-inl Input) i
0-==-0DA  PWM DIMMER 1 Channel e
15151326
Input Voltage: 12-48 VDC
shpcatan ooy KT (@
°’”"V @svocmax. 104 O &
Output Power: 240-480 W

LED OUTPUT
2x10A

'y

1oV

om

max. 10A

max. 10A

2.AC Push-Dim

AC PUSH-DIM

max. 10A

max. 10A

max. 20A

Single Color LED strip, max. 10A

— @ @ @ @ e EE @@ @

L @ @ ® @ @ @ @ @ @

Single Color LED strip, max. 10A

12V/24V
CV power supply

5
2 V-
5
3V+

Trailing edge dim  Leading edge dim

A

Phase Cutdim H
o | B - S
L ... PROWED
ALl LOJ—00A  DALI (4-inl Input) TEMP RANGE:
No----0DA  PWM DIMMER 1 Channel A0rC-raste
15151326
N

o CE

Input Voltage: 1248 VDC
Output Current: 20 A (2x 10A)

(48VDC max. 104)
Output Power: 240-480W

nc
o7
I
&

DALI&AC Push & o/ 1oV (I
Phase Cut oim I

& max. 10A

INpUT
12-247 DC

LED OUTPUT
210

3. Analog 0/1-10V

0/1-10V controller

max. 10A

max. 10A
max. 10A

max. 20A

S

MONO LED Strip, max. 10A

—f @ @ @@ @@ @

00

e @@ @ @@ E @

00

MONO LED Strip, max. 10A

12V/24V
CV power supply

5
z V-
= \

2
3Vv+

Output Power: 240-480W.

DALI&AC Push & 01110V (IE]

Tallagedgedn  Leadingodgedim
[(H - Ha T N e oo 3 g max. 10A
L4 Phase Cut Dim 0.54.5mm* max. 10A
® — i z
I:. . PROLED <tearsC
oaul L oA DALI (4-in Input) TN RANeE
. NG--00A  PWM DIMMER 1 Ghannel * N
15151326 5
£
Input Voltage:  12-48 VDC 33
e TS =l
— e oo @svocmax. 108 [T &2 E s

4. Phase-Cut-Dimmer

Phasen-Cut Dimmer/
Triac Dimmer

m. 10A
noz0n | >
-

max. 20A

>

MONO LED Strip, max. 10A

— O @@ @@ E @@

00

R S SNCNGEGIGHGHGHG

0]
0]

0 0

MONO LED Strip, max. 10A

12V/24V
CV power supply

5
LLV>

£
+
3V

Phase cutDim £

PUSHDIM
ALl LOT—0DA
NO--—-0DA

Trailing edge dim  Leading edge dim

- § 05.1.5mm
e

PROLED cteTsre

DALI (4-in1 Input) Lf][”;ﬁ’:g‘ff

PWM DIMMER 1 Channel
L515132G

Input Voltage: 12-48 VDC

Output Curent: 0A @X108) KE®

u
@evocmax 108 CH

Output Power: 240-480W.

on-1ov] |
(=]

max. 10A

max. 10A
max. 10A

max. 20A

>

max, 10A

S>S—

LED oUTPUT
26104

MONO LED Strip, max. 10A

i dd e @@ @ EE

0 0

D_;ﬂzmmmmmmmmm

Q]
3]

0 0

MONO LED Strip, max. 10A
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